






Key Features			 
•	 MPEG-4 (H.264)  
•	 Pro:Idiom®  
•	 Smart Power3 with AutoSense 
•	 SmartGuide 
•	 SmartSecure**
•	 SmartUpdate**
•	 SmartStand2 (30/60/90 degree limitable glass swivel 

stand with integrated security mounting plate) 

Picture/Display  	
•	 Screen class: 32", 37"
•	 Aspect ratio: 16:9 widescreen
•	 Display technology: LCD WXGA Active Matrix 

TFT
•	 Panel resolution:	

1366 x 768p - 32"
	 1920 x 1080p - 37" 
•	 TV and Cable tuning: NTSC, ATSC, QAM 
•	 Brightness (cd/m2): 500 
•	 Contrast ratio (typical):	

1100 to 1 - 32"	
1400 to 1 - 37"

•	 Contrast ratio (dynamic):	
8800 to 1 - 32"	
11200 to 1 - 37" 

•	 Response time (typical) (ms): 
	 8 - 32"
	 5 - 37"
•	 Viewing angle (H/V) (degrees):	178/178
•	 Supported resolutions (video)	:	 	

480i (60 Hz)	
480p (60 Hz)	
720p (60 Hz)	
1080i (60 Hz)	
1080p (24,25,30,50,60 Hz)

•	 Supported resolutions (PC):	
640 x 480 (60 Hz)	
800 x 600 (60 Hz)	
1024 x 768 (60 Hz)	
1366 x 768 (60 Hz)

•	 Philips award winning Pixel Plus 3 HD 	
Processing engine

•	 Screen format adjustments: 4:3, 5 widescreen 
modes

Audio 
•	 Sound system: Stereo, Dolby Digital® (AC-3)
•	 Output power (RMS): 2 x 10 W
•	 Number of loudspeakers: 2 
•	 Sound enhancement: Incredible Surround

Hotel Convenience 
•	 Installer Setup Menu 
•	 Advanced hotel mode features
•	 SmartClone 
•	 SmartInstall 
•	 SmartSecure** 
•	 SmartGuide 
•	 Auto volume leveller (AVL) 
•	 SmartPicture and SmartSound 
•	 Connectivity panel compatible
•	 Soundbar compatible
•	 SmartLogo 
•	 Advanced exchange warranty (two years)*
•	 24/7 customer support
•	 SmartStand2 (30/60/90 degree limitable glass swivel 

stand with integrated security mounting plate)
•	 VESA wall mount compatible:	

200 x 200 mm, M6 screws: - 32", 37"

Guest Comfort			
•	 SmartCP autosensing side inputs
•	 USB autoplay (jpg, MP3, and .alb files)
•	 Maximum volume and turn on volume control
•	 Turn-on (barker) channel 
•	 Welcome message 
•	 Sleeptimer 
•	 Digital audio out for home cinema 
•	 Vchip 

Sustainability 
•	 Energy Star 3.0 compliant 
•	 Energy consumption low power standby: 0.8 watts
•	 Average in use power consumption: 	

32" - 115.2 watts | 37" - 113.6 watts
•	 Average in use energy consumption 	

w/ SmartPower3 = high: 32" - 65.6 watts	
37" - 82.8 watts

•	 Mains power rating:	
110-240V, 50/60 Hz - 32", 37"

•	 Non-brominated flame retardant cabinet
•	 RoHS compliant, lead-free

Dimensions			 
•	 Product dimensions WxHxD (w/ stand) (inches):	

31.9 x 22.4 x 14.2 - 32"	 36.5 x 25 x 14.2 - 37"
•	 Product dimensions WxHxD (w/out stand) (inches):	

31.9 x 20.4 x 3.9 - 32"	 36.5 x 23.1 x 4.1 - 37"
•	 Product weight (with stand) (lbs.):	

35.3 - 32" | 45.2 - 37"
•	 Product weight (without stand) (lbs.):
	 25.4 - 32" | 34.2 - 37"
•	 Packaging dimensions WxHxD (inches):	

44.2 x 23.4 x 8.3 - 32"	 48.3 x 26.5 x 11.1 - 37"
•	 Packaging weight (lbs.): 38.6 - 32" | 55.1 - 37"
•	 Cabinet color: black 

Connectivity			 
•	 Rear inputs/outputs	 		
	 Audio L/R in, CVBS in (composite): 1
	 Audio L/R in, YPbPr (component): 1
	 15 pin DSUB (VGA): 1
	 HDMI (V1.3): 3
	 Antenna F Type: 1
	 RS232 Serial: 1
	 SPDIF Out (coaxial): 1
	 RJ 12 SmartPlug connector: 1	

8 ohm speaker output (mono): 1
•	 Side Inputs 	 		
	 CVBS in with autosensing ***
	 Audio L/R in with autosensing *** 
	 USB with autosensing 
	 S-video in with autosensing *** 

Included Accessories
•	 Guest remote: RC2888
•	 Warranty statement
•	 Power cord (3 m)
•	 Quick start guide
•	 SmartStand2

Optional Accessories
•	 Philips Smart Gateway
•	 Meet the Truck professional installation
•	 Additional year warranty (three-year total)
•	 Setup remote: RC2573GR
•	 Security screws and adhesive  
•	 Mounting brackets and stands from 	

Peerless Mounts 
•	 Connectivity panels 
•	 Soundbars 

UPC/Certifications
•	 UPC:	

6 09585 19117 4 - 32"
	 6 09585 19021 4 - 37"
•	 UL: Yes 
•	 NOM: Yes 
•	 CSA: Yes 

 
© 2010 Koninklijke Philips Electronics N.V.
All Rights reserved.
Specifications are subject to change 
without notice. Trademarks are the 
property of Koninklijke Philips Electronics 
N.V. or their respective owners.

www.philips.com/hospitality

Issue date 2010-01-29

Hospitality LCD television
HD LCD television with Pro:Idiom® and MPEG-4

Specifications

32HFL4461F/27  |  37HFL4481F/27

*Advanced Exchange warranty is valid in the United States only. Local 
warranties govern sales in other countries. **Feature requires Philips 
Smart Gateway. ***Initial product will support USB autosensing but is 
prepared for full side input autosensing, which will be enabled by a do it 
yourself software update available in Q2 2010. ****Select models include 
26HFL5561V, 32HFL5561V, 37HFL5581V, 42HFL5581V, 26HFL5561L, 
32HFL5561L, 37HFL5581L, and 42HFL5581L.

Pro:Idiom is a registered trademark of the Zenith corporation. Dolby 
Digital is a registered trademark of Dolby Labs. BBE is a registered 
trademark of BBE Sound, inc. 

 


